
FLEX DOT 40

MODEL

OPERATING VOLTAGE

POWER CONSUMPTION

LED TYPE

COLOR RANGE

PIXEL

SYSTEM EFFICIENCY

FWHM

MATERIAL

OPERATING TEMPERATURE

STORAGE TEMPERATURE

LIFE TIME

CONNECTION

DIMENSIONS

WATER PROOF

CONTROL

LIST

FLEX DOT 40

24V DC

1.5W Max

SMD

120°

69lm/W@3000K

CE

SPECIFICATION

IP66

Easy
Installation 

Dynamic
Control

RGBW

Dimmable

IP66 PIXEL

A vivid fusion of colors ,
A high purit y of white,
Ex treme smooth chromatic transit ion power
by automated DMX to SPI control system,
Max 1.5w/dot for sk yscraper outl ine,
Dot spacing can be customized.

www.lucitag.com

►

CABLE LENGTH 300mm

IP66

►

35 Dots Per Connection, Max spacing 1000mm 

FLEX DOT 40 35 35 1.5 RGBW 1000 120 24 SPI DOME- - - - - - - - -EXAMPLE

ORDER CODE MODEL UNIT POWERPIXEL CCT SPACING OPTICS VOLTAGE CONTROL COVER

DMX to SPI (Remote)

2700K,3000K,4000K,5000K,Tunable White,RGB,RGBW

Aluminum + PC

-20°C ~ +55°C

-25°C ~ +60°C

Quick-Plug

Φ40*13(H)mm (Flat Clear Cover)

Φ40*35(H)mm (Dome Frosted Cover)

50,000 hours/L70 at 25°C
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DIMENSIONS Unit: mm

Frosted Dome Cover

Clear Flat Cover

Surface Mounting

Ø40 R20.1
20

15

Ø3.5

41

41

34

34

Ø40

47
13

OPTIC SELECTION

CenterBeamLux Illuminance at Distance

 WHITE 103.51 1.50 69.01

LED Lumens Watts E cacy

120°

5.0

1.7

0.8

2.5

3.3

4.2

CenterBeamLux

6.75  x

1.68  x

0.75  x

0.47  x

0.27  x

0.19  x

Illuminance at Distance

5.0

1.7

0.8

2.5

3.3

4.2

120°

W 33.57 1.50 22.38

7.89 0.30 26.31

17.69 0.48 36.87

2.29

15.88

0.35

0.35

6.55

45.39

LED Lumens Watts E cacy

W

3000K

Leader Cable

SPI
1000/2000/3000mm/ETO


