
TOUCH PIXEL

MODEL

OPERATING VOLTAGE

POWER CONSUMPTION

LED TYPE

COLOR RANGE

TOTAL LUMENS

PIXEL

FWHM

MATERIAL

OPERATING TEMPERATURE

STORAGE TEMPERATURE

LIFE TIME

CONNECTION

DIMENSIONS

WATER PROOF

CONTROL

LIST

TOUCH PIXEL

24V DC

8W/unit

SMD

RGB

91.7lm

25 Pixels/unit, Max spacing 40mm

112°

PCB

-10°C ~ +40°C

-20°C ~ +60°C

50,000 hours/L70 at 25°C

Quick-Plug

200(L)*200(W)*10(H)mm

IP20

DMX512, DMX1000

CE
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IP20 PIXEL

Easy
Installation 

RGB

IP20

3 in 1 LED offers smooth mixing color,

Flexible installat ion combined with var ious cover materials ,

Compact dimension brings unlimited pat tern,

Fl icker f ree for v ideo resolution,

Pixel resolution with interactive function.

Dynamic
Control

SPECIFICATION
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TOUCH PIXEL 1 25 8 RGB 40 112 24 DMX- - - - - - - -EXAMPLE

ORDER CODE MODEL UNIT POWERPIXEL CCT SPACING OPTICS VOLTAGE CONTROL COVER



DIMENSIONS Unit: mm

200

200

40
8

WIRING

DMX Input (If required)

24V DC

Maximum 11 fixtures in connection

Power/data cable(First)length 300mm
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